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15.07.2022

To

The Additional Principal Chief conservator of Forests (C)
Ministry of Environment, Forest & Climate Change

4" Floor, E&F Wings, Kendriya sadan, Koramangala
Bangalore-560 034

Dear Sir,
Sub: Submission of Half yearly compliance report on Environmental Clearance issued by the
Ministry of Environment, Forests and Climate Change (MoEF & CC)

Ref: EC Nos. J-11011/43/2016-IA-1l (1) dated 20.10.2016; issued to the “Motor Spirit Block
Project” of M/s Bharat Petroleum Corporation Ltd, Kochi at Ambalamugal”.

Please find enclosed the compliance reports on the various conditions laid down by MoEF &CC,
pertaining to the half year period from 1% October 2021 to 315t March 2022 for the said project.

Thanking you,
Very truly yours
For BPCL Kochi Refinery. .

Ramacf%x

3('éeneral Manager in Charge (HSE)

Encl: 1. Six Monthly Compliance Report

2. Annexure - | Emission Details
3. Annexure - Il Ambient Air Details
CC:
il 2.
The Member Secretary The Member Secretary
Central Pollution Control Board Kerala State Pollution Control Board
Parivesh Bhawan Plamoodu Junction
East Arjun Nagar, New Delhi- 110032 Pattom Palace, Thiruvananthapuram -
695 004
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Post Bag No.: 2, Ambalamugal - 682 302, Ernakulam Dist., Kerala,Phone: 0484 - 2722061-69 Fax: 2720961[2721094 -
Registered Office: Bharat Bhavan, 4 & 6, Currimbhoy Road, Ballard Estate, P.B. No. 688, Mumbai - 400 001




Compliance Status of Environmental Clearance condition

s for installation of “Motor Spirit Block

Project” at BPCL - Kochi Refinery, project accorded by EC No. J-11011/43/2016-1A-I1 (1) dated

20.10.2016

' status of the project: Project commissioned in 2021

1

| SPECIFIC CONDITIONS:

[
\

" COMMENTS

M/s BPCL shall comply with new
standards/norms for Qil Refinery Industry
notified under the Environment
(Protection) Rules, 1986 vide G.S.R. 186
(E) dated 18th March, 2008.

|

l
|

Eaﬁwibrl'ignfc»e Status as on
31.03.2022

BPCL-KR has complied with this
condition.

—

Continuous on - line st ack monitoring for
SO2, NOx and CO of all the stack shail be
carried out.

Continuous online monitoring of k
502, NOx and CO is being carried out |

|

for 2 new stacks.

iii The process emissions [SO2 NOx, HC
(Methane & Non-methane)] VOCs and

Benzene from various units shall conform to

i the standards prescribed under the
Environment (Protection) Act. At no time, the
emission levels shall go beyond the

stipulated standards.

In the event of failure of pollution control
system(s) adopted by the unit, the unit shall
be immediately put out of operation and
shall not be restarted until the desired
efficiency of the pollution control device has

been achieved.

Measurement and detection
devices for HC, H2S etc. put online
in plant area. In the event of
emissions beyond permissible
levels, the unit shall be
immediately put out of operation
and shall not be restarted until
root cause is identified and
attended. -

Leak detection and repair program shall be
prepared and implemented to control
HC/VOC emissions. Focus shall be given to
prevent fugitive emissions for which
preventive maintenance of pumps, valves,

A list of all potent ial HC/VOC
emission points like flanges, valve
gland, pump seal etc. in MSBP has
been identified. Leak Detection
and repair program to detect and

pipelines are required. Proper maintenance

control HC/VOC emissions is in




of mechanical seals of pumps and valves shall

be given. A preventive maintenance schedule |
for each unit shall be prepared and adhered |

to. Fugitive emissions of HC from product

. storage tank yards etc. must be regularly

monitored. Sensors for detecting HC leakage

shall be provided at strategic locations.

SO, emissions after expansioh from the blant

place for MSBP units. A well-
defined preventive maintenance
schedute for pumps, valves,
pipelines as being practiced in our
running plants is implemented for
MSBP. Gas detectors are provided
at strategic locations for detecting
leakages.

'Sulphur rich off gases from new

shall not exceed 1579 kg/hr and further |
Sulphur recovery units. BPCL-KR wiil

' comply with the S02 emissions limit

efforts shall be made for reduction of SO
load through use of low sulphur fuel. Sulphur
recovery units shall be installed for control of
H2S emissions. The overall sulphur recovery

gas treating shall not be less than 99.9%.

' efficiency of Sulphur Recovery Unit with tail |
'and power

project units is treated in the existing

of 1579 Kg/ Hr. New GT and HRSG
envisaged in project proposal has
been dropped during detailed
engineering stage based on steam
optimization. Power

' requirement is drawn from the state

grid. One of the stack is therefore
eliminated. Process heaters have

' been designed for LNG firing, LNG

| firing provision is provided to MSBP

heater to reduce S02 emission. !

Vi

- As proposed, record of Sulphur balance shall

be maintained at the Refinery as part of the
environmental data on reguiar basis. The
basic component of sulphur balance include
sulphur input through feed (sulphur content

in crude oil), sulphur cutput from Refinery

through products, by-product (elemental

' sulphur), atmospheric emissions etc.

Sulphur balance is being maintained | |
at refinery on regular basis. %

vii

Flare gas recovery system shall be installed.

i

i

New Flare system was proposed in |
the project report. However, based ‘
on inputs from selected Process |
Licensor, mitigated flare load is
found to be less, hence Flare load |
from MSBP is connected to existing 5
flare system. A Flare gas recovery
system is commissioned as part of

x
the Integrated Refinery Expansnon

Project  (IREP).This has been_
communicated to MoEF&CC vnde’

letter dated 11th December 2018
and 5th July 2019.

3% |



vili ' Ambient air quality monitoring stations,

{PM10,PM2.5,502, NOX, H2S, mercaptan,
non-methane-HC and Benzene} shall be set

up in the complex in consultation with Kerala |

State Pollution Control Board (KSPCB), based |
on occurrence of maximum ground level |

- concentration and down-wind direction of | .
' manual sample points would be

' wind. The monitoring network must be
decided based on modelling exercise to
' represent short terms GLCs.

6 nos. of AAQMS are already
installed at different locations inside |
refinery premises and are online |
monitored by PCB. KSPCB visited‘
BPCL-KR to identify additional
requirement of AAOMS as part of
MSBP and recommended that 2

sufficient in addition to 6 No's of |
existing AAQMS. The same was |
updated in the MSBP plot plan and
sent to KSPCB, Trivandrum for
approval. KSPCB vide letter ref PCB/ |
HO/ HWM/ 416/ 90 dated 20/ 01/ |
2020 approved the same. An Annual |
Rate contract is in place for carrying |
out sampling and analysis of ambient |
air quality within refinery.

' Total water requirement from River Periyar
- after implementation of IREP and BS VI
. project shall not exceed 1372.2 m3/hr. and
prior permission shall be obtained from the
competent authority.

Total fresh water requirement for
MSBP will be 125M3/hr. Govt.of |
Kerala has given approval for
drawing maximum of 3083.3m3/hr.
water from river Periyar. The total

| fresh water requirement for BPCL KR

post MSBP will be limited within
3083.3 m3/ hr. The number 1372.2 |
M 3/ hr. seems to have come in place
of 3083.3M3/hr as an error in the
Environmental Clearance Letter. This
was intimated to'MoEF&CC along
with minor design changes in
detailed engineering phase. Letter in
this regard has been submitted to
MoOEF&CC dated 11th
December20i8 and 5th July 2019.
Acknowledgement received from
MOEF&CC dated 11.9.2019 was
attached for reference with previous
half yearly compliance report.

As proposed, Incustr ial effluent generation
' shall not exceed

' 5.6 m3/hr. from proposed expansion and
%treated in the effluent treatment plant.

Al effluent generated is being
treated in the existing refinery ETP.
There will be no untreated effluent
discharge from MSBP complex.




| Treated effluent shall be recycled/reused

within  the factory premises.

sewage shall be treated in sewage treatment
Cplant (STP).

\
{
}

Xi
| possible  locations in  rain/storm  water
| drainage system inside the factory premises.
|

' GENERAL CONDITIONS:

The project authorities must strictly adhere to
the stipulations made by the State Pollution
Control Board (SPCB), State Government and
any other statutory authority.

No further expansion or modification in the
project shall be carried out without prior
approval of the Ministry of Environment &
Forests. In case of deviations or alterations in
the project proposal from those submitted to
this Ministry for clearance, a fresh reference
shall be made to the Ministry to assess the
adequacy of conditions imposed and to add
additional environmental protection
measures required, if any.

The locations of ambient air quallty
monitoring stations shall be decided in
consultation with the KSPCB and.it shali be
ensured that at least one station is installed in
the upwind and downwind direction as well as
where maximum ground level concentrations
are anticipated.

Domestic |

- Oil catchers/oil traps shall be provided at all |

| Domestiz  sewage 1S treated in
existing refinery STP.

i

for tank drains. Oil catchers with
| system.

BPCL-KR  will adhere to
stipulations made by KSPCB, State

Govt. and other statutory bodies.

Reference on minor changes in the EC

has been communicated to MoEF&CC |

vide lotter dated 11th December |

July  2019.

received

2018 and  5th
Acknowledgement

from |

MOEF&CC dated * 11.9.2019 was |

attached for reference with previous
half yearly compliance report.

W W IS T it {
5 nos of AAQMS are already installed

at different locations inside refinery
premises and are online monitored
by PCB. KSPCB visited BPCL-KR to
identify additional requirement of
AAQMS as part of MSBP and
recommended that 2 manual sample
points would be sufficient in addition
to 6 No's of existing AAQMS. The
same was updated in the MSBP plot
plan and sent to KSPCB, Trivandrum
for approval. KSPCB vide letter ref
PCB/ HO/ HWM/ 416/90 dated 20/
01/ 2020 provided their consent. The
said letter was appended with
previous half yearly compliance
report. An Annual Rate Contract is in
place for carrying out sampling and
analysis of ambient air quality within
refinery.

Closed drainage system is provided |

traps provided in oil water sewer |

the |




Vi

Vii

viii

| generation. The ambient noise levels shall

' Ugage of Person'nel ProtectnonEqunpn{entby

The overall noise levels in and around thol
plant area shall be kept well within the

standards by providing noise  contiol

measures including acoustic hoods, silencers,

enclosures etc. on all sources of noise

conform to the standards prescribed under
EPA Rules, 1989 viz. 75 dBA (day time) and 70
dBA (night time).

The Company shall harvest rainwater from the
roof-tops of the buildings and storm water
drains to recharge the

gro und water and use the same water for the
process activities of the project to conserve
fresh water

During transfer of materials, spillages shali be
avoided and garland drains be constructed to
avoid mixing of accidental spillages with
domestic wastewater and storm water rains.

all employees/ workers shall be ensured.

Training shall be imparted to all employees on
safety and health aspects of chemicals
handling. Pre-employment and routine
periodical medical examinations for all
employees shall be undertaken on regular
basis. Training to all employees on handling of
chemicals shall be imparted.

ro minimize Sound, engineering |
practice has incorporated in the
design as prescribed under EPA rules.
Equipment selection has been done
taking  into  consideration of
restricting noise levels to acceptable

limits.

Facilities are made ‘for diverting rain
water from roof tops to recharge
ground water.

Drains ére—cohétructed for each unit
and separate storm water drain is
constructed outside unit periphery in
order to avoid mixing of accidental
spillages with storm water.

Ugage-”of PPE's within plé—nt‘ area is
already enforced in BPCL KR.

'BPCL-KR conducts p'eriod'ic Wtrainingi

on health, safety and environment to
cover all employees. Pre-
employment and routine periodical
medical examinations are also under
taken.

The company shall also comply with the
environmental protection measures anu
safeguards proposed in the project report
submitted to the Ministry. All the
recommendations made in the EIA/EMP in
respect of

Environmental management, risk mitigation
measures and public hearing relating to the

project shall be implemented.

All recommendations of El A study are
complied.

Operation phase - Facilities for
detection and  monitoring  of
emissicns are installed and put online
for all MSBP units.
As part of

Management

Environmental
Plan, saplings are
planted to increase green cover,
facilities for rain water harvesting are
made and sampling stations are

added for monitoripg air quality. All
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